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IT Honey gioca sulla ripetizione di un elemento modulare, che si moltiplica creando configurazioni  lineari o circolari. La luce calda è 
diffusa nell’ambiente circostante e, schermata dal diffusore in policarbonato opalino, dà vita ad affascinanti sfumature.
Da spenta Honey appare come una statuaria scultura bianco ghiaccio con finitura lucida; da accesa cambia completamente aspetto, 
diffondendo una luce morbida con sfumature che evocano la fiamma delle candele. Confortevole ed elegante, Honey diventa 
protagonista discreta dello spazio, con un tocco di stile e leggerezza visiva.

EN Honey plays with the repetition of a modular element, multiplying to create linear or circular configurations. The warm light is diffused 
throughout the surrounding environment and, filtered through the opaline polycarbonate diffuser, gives rise to fascinating nuances. 
When switched off, Honey appears as a statuesque ice-white sculpture with a glossy finish; when lit, it completely transforms, 
emitting a soft glow with shades that evoke the flicker of candlelight. Comfortable and elegant, Honey becomes a discreet 
protagonist of the space, adding a touch of style and visual lightness.
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Technical Specifications

Linear suspension

Code Sizes Finish Input Source Dimming CCT Lumen CRI IP Optic

8680 1390 x 150 x 160, H max 2450 White 9003, White Polycarbonate 220-240 V TopLed 35W AC Phase-cut 2700K 3450 90 20 Diffused

Single circular suspension

Code Sizes Finish Input Source Dimming CCT Lumen CRI IP Optic

8682 Ø 580 x 150, H max 2450 White 9003, White Polycarbonate 220-240 V TopLed 35W AC Phase-cut 2700K 3450 90 20 Diffused

8684 Ø 860 x 150, H max 2450 White 9003, White Polycarbonate 220-240 V TopLed 49W AC Phase-cut 2700K 5170 90 20 Diffused

8686 Ø 1100 x 150, H max 6150 White 9003, White Polycarbonate 220-240 V TopLed 105W AC DALI Push 2700K 9500 90 20 Diffused

Chandelier | three-tier circular suspension

Code Sizes Finish Input Source Dimming CCT Lumen CRI IP Optic

8691 Ø 1100 x 450, H max 6150 White 9003, White Polycarbonate 220-240 V TopLed 189W AC DALI Push 2700K 18120 90 20 Diffused

Wall

Code Sizes Finish Input Source Dimming CCT Lumen CRI IP Optic

8688 272 x 150 x 163 White 9003, White Polycarbonate 220-240 V TopLed 6W AC - 2700K 563 90 20 Diffused

8690 722 x 150 x 165 White 9003, White Polycarbonate 220-240 V TopLed 20W AC Phase-cut 2700K 2076 90 20 Diffused

Dimming kit

Code Description

KIT0079 CASAMBI DALI dimmer 1 per article (3 items required for Chandelier)

KIT0080 CASAMBI Phase-cut dimmer 1 per article

KIT0026 Phase-cut dimmer up to 100W

On request - DALI Push versions of
•	 linear L 1390 suspension
•	 single circular Ø 580 suspension
•	 single circular Ø 860 suspension  
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Stilnovo a brand of Linea Light Group
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E   info@linealightroma.com

China People And Objects Co. Ltd Room 118 BLDG. 20 No. 1-42 – Lane 83 – Hongxiang North
RD, Pudong New District – Shanghai, 201313
China

T Mr. Gianni del Vecchio: +86.131.66090185
T Ms. Yuxuan Ye: +86.136.15814387
E peopleandobjects@outlook.com

United States 
of America

c/o Inter-lux, Inc. 3741 Commerce Dr Suite 306-308,
Halethorpe, MD 21227
USA

T   +1 410 381 1497
E   answers@inter-lux.com

United Arab 
Emirates

c/o Linea Light GCC P.O. Box 125902 – Jumeirah Lake Towers JBC2
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Dubai UAE

T   +971 4 4218275
E   info@linealight.ae

France c/o Dharma Design Rue du jura, 13
75013 Paris
France

T   +33 01 44 78 04 14
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E   service@dharmadesign.fr

Germany c/o Linea Light Deutschland Aktienstraße 214
45473 Mülheim an der Ruhr
Germany

T   +49 208 299979-0
E   service@linealight.de

Greece c/o Linea Light Greece 538 Vouliagmenis Ave., 
17456 Alimos Athens

T   +30 210 9940559
E   g.virinis@linealight.com

Qatar Al Muntaza, C Ring Road, Andalus petrol station
Building n.1, office 3 Po Box: 30459
Doha, Qatar

T   +974 44785354
E   naim.eldamaa@linealight.com

United Kingdom c/o Linea Light UK Ltd 52 Upper Street
N10QH Islington London
United Kingdom

T   +44 0203 6371983
E   info@linealight-uk.com

Singapore c/o Linea Light Singapore PTE. LTD. 21 Kaki Bukit Place, 5th Fl.
416199 Singapore
Singapore

T   +65 6908 5758
E   info.sg@linealight.com

Spain c/o Linea Light Spain S.L. C/ Longares, 48
28022 Madrid
Spagna

T   +34 912534773
E   gestion@linealight.com




